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Multi-Round Series
Liquid
CARTRIDGE HOUSINGS

Multi-Round Liquid Cartridge Housings offer the versatility of
choosing the correct cartridges for the needed flow rates,
chemical compatibility and particle retention.

APPLICATIONS

e Commercial
e General Industrial

FEATURES
¢ Flow rates from 120 to 4100 gpm
e Carbon or Stainless Steel construction
¢ Bearing assisted davit assemblies
* Buna-N® lid seals
¢ 316 Stainless Steel cup and spring assemblies
¢ 150 PSI pressure rating
e Differential, drain and vent ports available
¢ Heavy-duty support legs
¢ Two-part epoxy finish on carbon steel
¢ 316 Stainless Steel center guide posts
e Plated swing bolts and eye nuts
¢ 11-round to 205-round capacity

¢ Made to accept double open end cartridges (DOE)
or 222 style with closed top cap’

*Note: Type of element top which will be used must be noted at the time of the housing order.

HOUSING OPTIONS
¢ Duplexing for continual flow during maintenance
¢ Hydraulic lid lift
¢ Higher pressure rating
¢ ASME Code U or UM
e Different connection sizes and types



Multi-Round Series Cartridge Housings

ORDERING INFORMATION

Custom configurations available; please contact Customer Service.
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HOUSING CARTRIDGE CONNECTION CONNECTION OUTLET MATERIAL ELEMENT ELEMENT

SIZE (IN.)

C1212,C1616, 20
C1818, C2424, 30
C3030, C3636, 40
C4242,C4848

*Note: If double open end (DOE), it is only required once in the part number and will specify both top and base.
Cartridges are not included but must be specified as to the type using when ordering the housing.
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Length  Size :
(in?) (in) Cartridges ¢ E F G

20 2 4471609 | 80 | 205 | 1.0 | 9.2 | 10.0 | 400
1212 12 30 3 n 5471709 |1 10.0 | 205 | 1.0 | 9.2 | 10.0 | 410
40 4 64.7 | 80.9 | 125|205 | 11.0 | 9.2 | 10.0 | 420
20 2 457 1 61.9 | 80 | 205 | 13.0 | 108 | 11.5 | 470
1616 | 16 30 3 20 557 | 719 | 100 | 20.5 | 13.0 | 10.8 | 11.5 | 480
40 4 65.7 | 81.99| 125 | 205 | 13.0 | 108 | 11.5 | 490
20 2 462 | 624 | 80 | 205 | 140 | 11.8 [ 120 | 525
1818 | 18 30 3 26 56.2 | 724 | 100 | 20.5 | 140 | 11.8 | 120 | 535
40 4 66.2 | 814 | 125 | 20.5 | 140 | 11.8 | 120 | 545
20 3 472 | 634 100 | 205 | 17.0 | 148 [ 165 | 625
Qn4 | 24 30 4 50 57.2 | 734 | 125 | 205 | 17.0 | 148 | 165 | 635
40 6 67.2 | 834 | 165 | 20.5 | 17.0 | 148 | 165 | 645
20 3 4797 641 | 10.0 | 205 | 20.0 | 17.8 | 20.8 | 665
(030 | 30 30 4 78 57.9 | 741 | 125 | 20.5 | 20.0 | 17.8 | 20.8 | 705
40 6 67.9 | 841 | 165 | 20.5 | 20.0 | 17.8 | 20.8 | 850
20 4 50.5 | 66.4 | 12.5 | 20.5 | 25.0 | 20.8 | 247 | 870
(3636 | 36 30 6 12 60.5 | 76.4 | 16.5 | 20.5 | 25.0 | 20.8 | 24.7 | 1010
40 8 705 | 86.4 [20.75| 205 | 250 | 208 | 247 | 1150
20 6 505 | 66.4 | 16.5 | 205 | 28.0 | 23.8 | 29.0 | 1960
@wn | 2 30 8 155 60.5 | 76.4 | 20.75| 20.5 | 28.0 | 23.8 | 29.0 | 2070
40 10 705 | 86.4 | 250 | 205 | 28.0 | 23.8 | 29.0 | 2200
20 8 512 | 674 | 20.7 | 20.5 | 31.0 | 26.8 | 33.2 [ 2200
(4848 | 48 30 10 205 61.2 | 774 | 250 | 20.5 | 31.0 | 26.8 | 33.2 [ 2350
40 12 712 | 874 | 295 | 20.5 | 31.0 | 26.8 | 33.2 [ 2530

All dimensions are approximate.
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